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THINNING
5-10%

APPLICATION
 

brush, roller 

COVERAGE
8-10 m²/L

DRYING
2-3 hours

New technology sol-silicate active surface paint for ceilings. Due to 
its photocatalytic effect using visible spectrum illumination, it 
degrades entrapped air pollutants such as nitrogen oxides (NOx), 
improving air quality. It is certified as a Best-In-Class product in terms 
of low VOC emissions after application according to the Eurofins 
Indoor Air Comfort GOLD®'s most stringent voluntary certification 
scheme, thus contributing to a clean indoor atmosphere. It is recom-
mended for use οn ceilings in rooms with fireplaces, stoves, wood 
stoves and cigarette smoke, indoor garages, and kitchens with gas 
cookers.

06/2019  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

  VOC limit value.: 30g/L.
.  Max VOC content of the product in its ready to use condition: 2 g/L.

Interior mat walls and ceilings  A/α (WB).

TECHNICAL CHARACTERISTICS

Coverage per layer

pH (production date) 11 (±0.4)

Yellowness Index           
{ASTM E 313-98}

2 (±0.5)

Whiteness Index                        
{ASTM E 313-98}

85.0 (±1.5)

Gloss level  85º                                 
{ISO 2813-99}

<6.0 units

Application viscosity                                                                                 
{ASTM D 562-05 @ 25ºC}

80 KU (±15KU)

Viscosity (production date)                                               
{ASTM D 562-05 @ 25ºC}

100 KU (±15KU)

Density                                                                         
{ISO2811 @ 25ºC}

1.32 kg/L (±0.02)

8 – 10 m²/L*

Photocatalytic Activity NO degradation
{ISO 22197-1} Rz Test after 20mins under Vis light

1640 μg/m²h

 *Depending on the application conditions and the surface absorption.
** Light source: LED 453nm 1.0mW/cm²

»
»  

Extremely low TVOC emissions
Degrades air pollutants
High vapor permeability»  

Active surface paint for ceilings
Master Clean Air
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SURFACE PREPARATION

 

HEALTH, SAFETY & ENVIRONMENTAL INFORMATION 
 

STORAGE 
»  Store the product at temperatures between 5°C to 35°C.  

To ensure good adhesion, the surface must be dry, clean 
and free of generation dust, grease, residues, blistered 
paint etc. Avoid dust and prefer wet sanding to prepare 
the surface.
On new surfaces: before applying the topcoat, apply 
one coat of the organosilicate primer KRAFT DUR AQUA 
WHITE.
On surfaces that need repairing: use KRAFT SPACHTEL 
or the suitable repairing material of KRAFT.

APPLICATION INSTRUCTIONS

Before you start painting, dilute the paint 5 - 10% by 
volume tap water and stir well.
Appropriate application tools for this product are brush 
and roller.
Apply 2 coats of MASTER CLEAN AIR for the best result.
Avoid high thickness dry film.
Minimum recoating time is 24 hours.
The surface drying time is 2-3 hours at 25 °C and 50% 
relative humidity (drying times are longer in wet / cold 
conditions).
Avoid patching after finishing the painting. The difference 
of the substrate absorbance and application method 
might cause gloss deviations. If it is necessary to repair 
apply the paint to the whole surface.
Do not apply at temperatures below 10°C and above 35°C 
and above 65% relative humidity.

AFTER USE INSTRUCTIONS

The painted surface is not washable.
It is advisable to re-paint every 3 years after priming with 
organosilicate KRAFT DUR AQUA WHITE.
If the product is repainted, sanding the surface is not 
advisable. If necessary, wet sanding and use of appropri-
ate personal protective equipment are recommended.
Clean the tools thoroughly with water and detergent.
Close the bucket to maintain in good condition for future 
use.
Store before and after opening in a cool place and away 
from sunlight or frost conditions.
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Poison Centre Telephone

+30 210 7793777

PACKAGING
Available in White in 2.5L containers.

USEFUL TIPS

An artificial neutral or cool light (> 4000K) of low energy
consumption LED lamp or fluorescent lamp and a power output
of 10W or more is recommended depending on the layout and the
area of the room.
The orientation of the light to the ceiling enhances the action of 
the paint.
The high humidity of the space may adversely affect the action of 
the product.
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Read label before use. For further information please 
refer to the Material Safety Data Sheet.

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.


