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MIXING RATIO
5.0-5.5L water/25kg

TOOLS
 

Stainless steel trowel,
mortar mixer

CONSUMPTION
4-5kg/m²

Mineral adhesive for thermal
insulating panels on ETICS 

Basic Fix 53 

1-2 hours

BASIC FIX 53 is a cement based adhesive, one-component modified 
with polymer additives for bonding of EPS thermal insulating boards 
on exterior thermal insulation systems for buildings. It consists of 
cement, quartz sand fillers and special additives. It presents strong 
adhesion on all the usual mineral substrates and thermal insulation 
boards and resistance to frost and humidity. It complies with EN 
998-1 and EN 13494 European standards.
It is suitable to use for repairing damaged facades and preventing 
cracking on walls both indoors and outdoors.

DRY TO TOUCH  

»
»  

High hydrophobicity
High UV resistance
Tough uniform surface»  

DRUCKFARBEN HELLAS SA
Megaridos Ave. 19300 Aspropyrgos

18
DoP: 02-1220-2

EN 998-1  
General purpose mortar for internal/external render

Compressive strength CS IV 
Capillary absorption and liquid 
water permeability w<0.2Kg/m²h0.5

Water vapor diffusion coefficient μ<20
Bond strength ≥0.8 MPa
Thermal conductivity <0.65W/mK
Dangerous substances NPD

Reaction to fire  Euroclass A1

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

ΤECHNICAL DATA
Color Grey

1600kg/m³Density

<10mmApplication thickness

1mmMaximum grain size

Workability 2-4 hours

Consumption 4-6kg/m²

Mixing ratio 5.0-5.5L water/25kg material

Open time 20 min

Correction time 15 min

Bond strength to EPS ≥0.10 N/mm² 

Bond strength to concrete ≥ 0,8 Ν/mm²

Water vapor diffusion coefficient (µ) >20

* Depending on the surface porosity, weather conditions and application method.
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SURFACE PREPARATION AND APPLICATION

 

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on product
label. For further information refer to the Material Safety Data
Sheet of this product.

 
 

STORAGE 
»  Stored on wooden palettes and in a dry environment with

temperature above 5ºC for 12 months from the production date.

The application substrate must be even, free from frail 
and foreign parts like e.g. residues of mud, plaster, color, 
oils, etc. and without any large cracks. Additionally the 
substrate must be stable and free from shrinkage and 
deformation tensions and it must not receive vibrations. 
In a clean container add 5.0-5.5L of clean water and gradu-
ally empty the content of a 25Kg bag of BASIC FIX 53 while 
mixing continuously with a low-speed electric paddle until 
the mixture is free of lumps. Allow the mortar to mature 
for 5 minutes and mix again. Depending on the weather 
conditions the mixture is ready to use within the next 2-4 
hours.
After the preparation of the mixture do not add additional 
water to correct the workability of the mortar.
Application on level surfaces:
BASIC FIX 53 is applied on the thermal insulating board 
using the even side of the stainless steel trowel and the 
adhesive layer is then combed informingly with its 
toothed side.
Application on uneven surfaces:
BASIC FIX 53 is spread with a trowel around the perimeter 
of the thermal insulating panel and 3 spots of adhesive in 
the middle of the panel provided that after the panel has 
been pressed onto the substrate a minimum adhesive 
surface area of 40 % is achieved.
The boards are pressed firmly on the wall in order to 
ensure uniform contact of the adhesive. The final surface 
must be completely leveled. The open time is 15 minutes 
after the adhesive is applied. Any surplus adhesive must 
be removed from the joints. If the adhesive dries before 
the thermal insulating panel is applied, remove it and 
apply a fresh layer.

APPLICATION INSTRUCTIONS

Tools: Stainless steel trowel, mortar mixer.
Cleaning of tools: Immediately after the application the 
tools must be cleaned with warm water and soap or a 
detergent solution. Once the material has set, it may only 
be cleaned mechanically.
Stir well with a flat paddle, before application and at 
regular intervals during application.
After the preparation of the mixture do not add additional 
water to correct the workability of the mortar.
Do not apply at temperatures below 5°C or above 35°C.
Do not apply if rain is imminent or on masonries directly 
exposed to intense solar radiation or on warm substrates.
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Poison Centre Telephone

210 7793777

PACKAGING
The product is packaged in Grey 25Kg valve paper bags.» 

Mineral adhesive for thermal
insulating panels on ETICS

Basic Fix 53 

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.


