
THINNING
0-5%

TOOLS
trowel, airless 
or air-assisted 

spraygun

COVERAGE
1.0-2.2m2/L 

Energy efficient coating for anti-cracking  
and thermal protection of walls
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A waterborne polycarbonate polymer modified acrylic coating 
with resistance to substrate alkali migration, excellent adhe-
sion to prepainted cementitious substrates without the need 
for additional primers.
The tough coating benefits from a combination of patented 
energy saving and solar energy reflecting ingredients, a unique 
binder system reinforced with a highly durable polycarbonate 
polymer that enhances water resistance, improves water 
vapour permeability and permits an easy to clean fine tex-
tured surface.
The product may be tinted and presents exceptional color 
fastness, exterior durability and UV resistance. Superior 
resistance to bacteria, fungi and algae is a further benefit with 
CLIMACOMFORT STUCCO.
It has excellent solar reflection and unique thermal insulating 
ingredients that store heat energy and manage the tempera-
ture thus reducing the passage of heat into and out of the 
building and contributing to an improved indoor climate, more 
comfortable living conditions and better energy efficiency.

DRY TO TOUCH
3-4 hours

 2010 EU VOC Limit Value: 40g/L
  Maximum content of VOC of the product in a ready to use condition: 4.5g/L

Exterior walls of mineral substrate A/c (W/B).

TECHNICAL DATA
Specific Gravity 
{ISO 2811}

White 0.94Kg/L (±0.05)

Volume Solids 71-71%

Viscosity 
{ISO 2555}

25000-45000cps

pH 8.9-9.5

Hiding Power 
{ISO 3905}

Contrast Ratio>99%

Theoritical Coverage* 
{ISO 6504}

Standard Fine

First Coat 0.5-0.9m2/L 0.7-1.1m2/L

Second Coat 1.0-1.4m2/L 1.8-2.2m2/L

Drying Time for Rain Resistance >10 days

Water Absorption, w 
{EN 1062-3}

<0.05Kg/m2h0.5 (class w3)

Permeability of water vapor, sd 
{ASTM E408-71}

0.93m

Total Solar Reflectance, TSR 
{ASTM E408-71}

85% (White)
>70% (Tinted Pastel Colours)

Thermal Emittance, ε
{ASTM E408-71}

0.93

Solar Reflection Index, SRI 
{ASTM E1980}

108

Thermal Conductivity of active materials 
{EN 12667}

0.07W/mK

*  Depends on substrate porosity, texture, painting conditions and application method.

DRUCKFARBEN HELLAS SA
Megaridos Ave. 19300 Aspropyrgos
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EN 15824

1224-CPR-0203
DoP:00-1224-2 (CPR EU/305/2011)

ETA 10/0122-ETAG 004
DoP:02-1224-4 (CPR EU/305/2011) 

Render based on organic binders for use externally and internally
Reaction to fire NPD
Water absorption w3
Water vapour difussion V2
Tensile strength to substrate >0.25/mm2

Thermal conductivity NPD
Durability NPD
Hazardous substance NPD

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

ClimaComfort Stucco
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Energy efficient coating for anti-cracking  
and thermal protection of walls

SURFACE PREPARATION AND APPLICATION
To ensure proper adhesion and adequate substrate pen-
etration, the surface must be dry, clean and free of dust, 
oil, salt, rust, loose paint and residues, blistered paint etc. 
Remove all moss, fungi and algae by mechanical abrasion 
and wash with soapy water and allow the substrate to dry. 
Use KRAFT PUTTY or other suitable repairing material of 
KRAFT to fill gaps, cracks and other damaged surfaces.

»  It is recommended that fresh concrete, stucco, plaster 
andgypsum surfaces are allowed to dry for at least 4 
weeks before the application of the CLIMA COMFORT 
STUCCO.

»  On porous, new surfaces or already painted substrates 
and on STRONG BOND in CLIMATotal® System apply one 
coat of PLASTER PRIMER.

»  After 24 hours apply one coat of CLIMA COMFORT 
STUCCO by a metal trowel and as long as the film is 
still wet immerse the reinforcement mesh in it. Apply 
the second coat after 6-12 hours by a metal trowel and 
smoothen. 

APPLICATION INSTRUCTIONS
»  Tools: Trowel, airless or air-assisted spray gun.

»  Thinning:

•  1st coat: If required, dilute with a maximum 
of 5% clean water.

•  2nd coat: As per first coat.

»  Dry to Touch: 3-4 hours at 25ºC and RH 50% relative 
humidity (drying times are longer at lower temperatures 
and at higher relative humidity). 

»  Dry to Recoat: 12-24 hours under favourable drying con-
ditions. Stir well with a flat paddle, before application and 
at regular intervals during application.

»  Stir well with a flat paddle, before application and at reg-
ular intervals during application.

»  Do not apply at temperatures below 10ºC or above 35ºC 
or at humidity levels above 65%.

»  Do not apply if rain is imminent.

»  Protect the applied area from rain by using waterproof sheet-
ing placed so as to avoid contact with the painted surface.

PACKAGING 
»  White and Transparent Base - Available in 3L and 15L 

Plastic Containers.

»  It could be tinted with KRAFT INSPIRED COLOR (F-Shades).

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product. 

Poison Centre Telephone: 

+30 210 7793777
STORAGE 
»  Store containers at 5ºC to 35ºC.

»  Keep containers tightly closed when not in use.

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.

ClimaComfort Stucco


