
THINNING
10-20%

TOOLS
roller, brush, 

or airless 
spray gun

COVERAGE
10-12m2/L 

Two-component,  
water-based epoxy primer
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EPOXY AQUA ANTIRUST PRIMER is a two-component water-
based epoxy primer used for anti-corrosion protection of 
metal surfaces. It provides excellent adhesion on ferrous and 
non-ferrous substrates and binding power prior to coating of 
epoxy or polyurethane top coats. It offers high hardness and 
abrasion and chemical resistance.

TECHNICAL DATA
Color Grey

Mix Ratio 3:1 (by volume)

Specific Gravity
{ISO 2811}

1.32Kg/L (±0.02)

Volume Solids 32-36%

Weight Solids 48-52%

Pot life 4 hours

Viscosity 
{ASTM D-652}

70-80KU

Theoretical Coverage* 10-12m2/L 

DFT 50μm

*  Depending on absorption of the surface, painting conditions and application method.

 2010 EU VOC Limit Value: 140g/L
  Maximum content of VOC of the product in a ready to use condition: 
<139g/L

Category Α/j, Two-pack reactive performance coatings for 
specific end use such as floors (WB).

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

»  Low shrinkage, high toughness 
and excellent adhesion

»  Low odor
»  Long working time and quick dry 

to touch
»  Excellent resistance to water  

and chemicals

DRY TO TOUCH
1-2 hours
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Two-component,  
water-based epoxy primer

SURFACE PREPARATION
»  Substrate must be dry, sound, clean, and free from oil, 

grease, loose material, surface contaminants and oth-
er bond-inhibiting materials. All dust and loose materi-
al must be completely removed from all surfaces before 
application, preferably by vacuum cleaner.

»  In already painted substrates: paints must be slightly 
rubbed with sandpaper to ensure the proper adhesion of 
the primer.

APPLICATION INSTRUCTIONS 
»  Mix each component of KRAFT EPOXY AQUA ANTIRUST 

PRIMER using a low speed drill or mixer prior to combining 
together. Mix 3 parts of Part A with 1 part of Part B by vol-
ume. Mix with low speed drill or mixer until uniform (typi-
cally 1.5-2.0 minutes), exercising caution to not entrain air 
into the product. To ensure proper cure and performance, 
strictly follow the mix ratio. To ensure thorough mixing 
pour materials into another container and mix again to 
achieve a consistent mix. Allow the mixed material to rest 
for 5–10 minutes induction time prior to application.

»  EPOXY AQUA ANTIRUST PRIMER is applied on the sub-
strate with a roller, brush or airless spraying in one layer. 

»  After 12-24 hours and while EPOXY AQUA ANTIRUST PRIMER 
is still tacky, KRAFT EPOXY AQUA PAINT can be applied.

»  Tools: Roller, brush or airless spraying.
»  Dilution: 5-10% with water.
»  Cleaning: Immediately after use, clean the tools with 

soapy water, along with product residues.
»  Pot life: Approx. 3-4 hours at 20ºC.
»  Dry to touch: 1-2 hours at 20ºC.
»  Dry to recoat: Approx. 12-24 hours at 20ºC.
»  Lower temperatures and higher humidity will affect the 
final cure of the coating.

»  Do not apply at temperatures below 10ºC and above 35ºC 
as well as at relative humidity (RH) levels above 65%.

PACKAGING 
»  Available in Grey in sets (A & B) of 3L in tin cans. 

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product.
Poison Centre Telephone: 

+30 210 7793777

STORAGE 
»  The product can be stored when kept unopened in its orig-

inal container between 5ºC and 35ºC.
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Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.


