
TOOLS
trowel, spatula 
or a rendering 

machine

CONSUMPTION
1.3-1.7Kg/m2/mm 

layer thickness
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DRY TO TOUCH
2 hours

Fast setting cement based plaster

KRAFT FAST REPAIR 70 is a fast setting and fiber reinforced white 
powder composed of cement, graded aggregates and spe-
cial synthetic resins which when mixed with water provide a 
mix which is easily applied on vertical surfaces and ceilings 
by means of trowel or rendering machine. After KRAFT FAST 
REPAIR 70 dries, provides a cement based coat with great re-
sistance to damp and frost.
KRAFT FAST REPAIR 70 can be used for: Wall leveling in interior or 
in exterior. Leveling and repair of rough walls of old renders 
or brick walls in exterior during winter when fast curing is 
required. One layer applications of renders on walls, in both 
internal or external areas. Repairing renders in a spot thick-
ness of 30mm after electrician or plummer jobs. Rendering 
walls and ceilings in one single coat of 15mm.

»  White colored
»  Fiber reinforced
»  Great resistance to damp and frost
»  Recommended for thickness  

of 1-15mm in one single coat
»  It can receive subsequent coat  

for greater thickness
»  Fast setting
»  No cracking
»  For spot repair jobs can be applied 

in 30mm thickness 

TECHNICAL DATA
Color White

Mixing ratio 4.0-5.5Kg water  
per 25Kg material
0.8-1.1Kg water  
per 5Kg material

Consumption* 1.3-1.7Kg/m2/mm

Application thickness <15mm

Density 1.5Κg/L

Compressive Strength in 28 days
{EN 1015-11:1999/A1:2006}

>5.0MPa

Flexural strength in 28 days
{EN 1015-11:1999/A1:2006}

>2.0MPa

*  Depends on the surface porosity, roughness etc.

THINNING
4.0-5.5Kg water/25Kg
0.8-1.1Kg water/5Kg
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EN 998-1
General purpose mortar for internal/external render

Compressive strength CS IV

Capillary absorption  
and liquid water permeability w<0.2Kg/m2h0.5

Water vapor diffusion coefficient μ<20

Bond strength ≥0.8N/mm2

Thermal conductivity <0.65W/mK

Dangerous substances NPD

Reaction to fire A1
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»  Do not use it as a floor leveling compound.

»  Maximum thickness of each layer should not exceed 
15mm.

»  Do not apply KRAFT FAST  REPAIR 70 in permanent water 
immersion.

»  Do not apply KRAFT FAST REPAIR 70 on surfaces with extreme 
movement (ie wood or gypsum boards).

PACKAGING 
»  Available in White in 25Kg paper bags and 5Kg nylon bags. 

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product.

Poison Centre Telephone: 

+30 210-7793777
STORAGE 
»  Stored for 12 months by the production date in its close 

and sealed packages, in dry and cool condition prefera-
bly on pallets.

SURFACE PREPARATION
 Substrate must be sound, clean, and free from oil, grease, 
loose material, surface contaminants and other bond-
inhibiting materials.

Saturate the substrate with water or prime with KRAFT 
POWDERBOND (400% diluted with water).

APPLICATION INSTRUCTIONS 
»  Poor 4.0-5.5Kg water, depending on the preferred worka-

bility, in a suitable empty container and add slowly while 
stirring KRAFT FAST  REPAIR 70  mortar (25Kg) by using an 
electric mixer at low speed. Mix to uniform consistency 
(approx. 3 minutes).

»  For difficult repairs and to further improve adhesion and 
flexibility properties, it is recommended to add 1L KRAFT 
POWDERBOND to the mixture.

»  The mortar may be applied with a trowel, spatula or a ren-
dering machine. It is recommended to apply a first thin 
coat of the mixture in order to ensure coverage of the 
whole surface. Without the need of further waiting apply 
the second coat (fresh on fresh) in order to level the sur-
face in a maximum thickness of 15mm for every coat. 
Press the material on the surface by means of a metal-
lic trowel in order to ensure perfect bonding to the sub-
strate. In cases where the required thickness is more than 
15mm, apply a second coat after the first coat sets (after 
1-2 hours) and within the next 24 hours.

»  Final smoothing can be achieved by using plastic or metal-
lic trowel or by applying the extra fine finishing com-
pound KRAFT POWDERFINE in interior or with KRAFT 
POWDERFINE EXTERIOR in exterior.

»  Pot life of the mixture: 45min at 25ºC.

»  Cleaning: Immediately after use, wash the tools with hot 
water and soap or detergent, along with product resi-
dues. Once it has set, cleaning may only be carried out by 
mechanical means. 

PRECAUTIONS
»  Do not apply at temperatures below 10ºC and above 30ºC. 
»  Do not add cement or other inert materials to KRAFT FAST 

70 REPAIR plaster.
»  Do not add water once the mix has started to set.
»  Protect from rain, humidity and water contact for 24 hours 

after application.
»  Protect newly applied material from direct sunlight, hot or 

strong wind and high temperatures for the first 10 hours 
after the application.
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DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.
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