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TECHNICAL DATA
Appearance Highly viscous liquid that becomes 

froth immediately after the extrusion 
from the can and cures by reaction 
with humidity.

Chemical basis Polyurethane

Scent Light scent during polymerization.  
No scent after complete cure.

Density of cured foam 32-40Kg/m3

Skin formation time 7-8min (20ºC, RH>30%)

Curing time 1h/RH 93%, 18h/RH 15%, max 24h

Thermal stability of cured foam
{DIN 52612}

0,03W/(m.K)

Water absorption of cured foam Max 1% by volume

Tensile strength 
{DIN 53455}

0.07Mpa

Elongation at break 
{DIN 53455}

20%

Application temperature 5ºC-35ºC

Fire Behaviour
{DIN 4102}

B2

KRAFT GLUE FOAM 52 is self-expanding, one–component, 
ready to use polyurethane foam for professional use. It is fit-
ted with a plastic adaptor head for use with a foam applicator 
gun. It has a minimal expansion after application and is easy 
to use. Attributes excellent adhesive qualities in almost any 
material. It is particularly suitable for bonding on thermos-
insulation polystyrene boards as is solvent free.
Uses: fixing and sealing thermo-insulation polystyrene boards 
(EPS and XPS) on walls.

»  Low post-expansion
»  Excellent adhesion  

on most substrates
»  High thermal  

and sound insulation
»  Excellent stability
»  User and environment friendly
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DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.

INSTRUCTIONS OF USE 
The canisters should be left in room conditions for 12 
hours at least before use. Shake the canister for 15 sec-
onds before use.

»  Moistening of the surfaces and the uncured foam with a 
water sprayer improves adhesion and curing speed. The 
substrate should be clean and free of dust. Fit the gun on 
the adapter. Hold the canister upside-down and extrude 
the foam by pressing the valve.

»  The glue is applied first around the edges of the plate 
(more specifically 5cm inside the edges), in 10-12mm 
stripes. Then more glue is applied inside the perimeter 
of the plate in diagonal stripes of W letter formation. The 
foam glue is applied together with appropriate insulation 
fixings which are necessary for supporting the plates until 
the foam glue cures. The joints between the insulation 
plates are also sealed with the glue-foam in order to obtain 
an efficient wall insulation without thermal bridges.

»  Repeat shaking regularly during application.

»  Cleaning: Fresh foam can be removed directly with suit-
able cleaner or acetone. After curing the surplus of the 
foam can only be removed mechanically. Proper cleaning 
of gun after each use guarantees its long life.

»  Not recommended for application on Teflon, PP or sili-
cones and for permanent immersion in water.

»  Cured PU foam must be protected from UV radiation.

»  Consumption: Each 830ml canister, can glue 11-13m2 of 
insulation boards.

PACKAGING 
»  Available in 830ml canisters.

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product. 

Poison Centre Telephone: 

+30 210 7793777
STORAGE 
»  Store canisters upright at temperatures between 5ºC and 

35ºC. Shelf life of at least 12 months.

»  The canisters should not be exposed at temperatures 
higher than 50ºC.
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