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MIXING RATIO
7.5Kg Hydroguard Elastic

per 18Kg Hydroguard One

TOOLS
brush, roller 

or airless 
spray gun

CONSUMPTION
1.0-1.5Kg/m2/coat

Cement mortar system 
for waterproofing

KRAFT HYDROGUARD ELASTIC is a 2-component waterproof, 
acrylic modified, cement-based, heavy-duty masonry mortar 
which stops water penetration and prevents water damage 
while protecting concrete and other masonry surfaces subject 
to flexural strain. It is applied on both vertical and horizontal 
surfaces of buildings. It is applied on both vertical and horizon-
tal surfaces of buildings.It can be used on weather exposed 
roofs, terraces and balconies tanks, concrete surfaces subject 
to flexural strain.
It has been tested and it is approved for contact with potable 
water according to C.M.N. Υ2/2600/2001.
It meets the requirements defined by ΕΝ 1504-2 for surface 
protection coating system.

»  Easy to mix and use
»  Ease of application
»  High water vapor permeability
»  Extremely low water absorption
»  Highly flexible
»  Excellent adhesion to mineral 

substrates and EPS, XPS panels
»  Heavy-duty
»  UV resistant
»  High solar reflectance
»  Crack bridging properties

WORKABILITY
45min
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TECHNICAL DATA
Color/Basis Component A: White cementitious 

powder
Component B: White liquid acrylic binder

Mixing ratio 7.5Kg Hydroguard Elastic/ 
18Kg Hydroguard One
2.5Kg Hydroguard Elastic/ 
6Kg Hydroguard One

Consumption* 1.0-1.5Kg/m2 per coat
Density 1.60Kg/L (±0.05)
Capillary absorption  
and liquid-water permeability
{ΕΝ 1062-3}

W<0.05Kg/m2h0.5

Water vapor permeability
{ΕΝ ISO 7783-2}

Sd<5m, class Ι

CO2 permeability
{EN 1062-3}

Sd>50m

Bond strength 
{EN 1542}

>1.0N/mm2

Crack bridging
{ΕΝ 1062-7}

<2.5mm

Total solar reflectance, TSR
{ASTM E903-12}

82%

Thermal emittance, e
{ASTM C1371}

0.89

Solar reflectance index, SRI
{ASTM E1980-01}

103

*  Depends on the surface porosity, weather conditions and application method.
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DoP: 05-1224-2 (White)

EN 1504-2 
Surface protection system-coating

Carbon dioxide permeability Sd>50m
Water vapour permeability Class I
Capillary absorption  
and liquid water permeability w<0.1Kg

Thermal shock resistance (freeze-thaw 
cycling with de-icing salts immersion) ≥0.8N/mm2

Bond strength ≥0.8N/mm2

Crack bridging Class A1-A5
Dangerous substances NPD
Reaction to fire Euroclass F

Hydroguard Elastic 
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Cement mortar system 
for waterproofing

Safety Data Sheet of this product.
Poison Centre Telephone: 

+30 210 7793777
STORAGE 
»  Comp A: Stored for 12 months by the production date in 

its close and sealed packages, in dry and cool condition 
preferably on pallets.

»  Comp B: Store in dry conditions at temperatures between 5°C 
and 35°C. Keep containers tightly closed when not in use.

SURFACE PREPARATION
To ensure proper adhesion, the surface must be dry, clean 
and free of dust, fat, salt, rust, loose paint and residues, blis-
tered paint, etc. Damaged, delaminated or weak concrete 
must be repaired using KRAFT STRONG REPAIR 84.

»  Before applying the mixture the substrate must be wetted 
with water by spraying.

APPLICATION INSTRUCTIONS
»  Pour KRAFT HYDROGUARD ELASTIC (Comp. B) into a suit-

able mixing container and add KRAFT HYDROGUARD ONE 
(Comp. A) slowly while mixing with a low speed electric 
drill mixer. Mix thoroughly at least for 3-4 minutes, until 
the proper lump-free consistency is reached.

»  Do not add any additional water or other ingredients.

»  Each packaging unit must be entirely mixed, to avoid 
faulty particle size distribution of aggregates contained in 
the powder component.

»  KRAFT HYDROGUARD ELASTIC can be applied by brush, 
roller or trowel in two coats crosswise to maximum of 
thickness of 1mm per coat where waterproofing is avail-
able.

»  In highly stressed areas a special alkali-resistant glass fib-
er net HYDROGUARD NET (70-80g/m²) shall be placed into 
the first fresh mortar layer. It shall be well trimmed and 
fully embedded into the mortar avoiding the formation of 
voids in the coating.

»  Potlife: 45min at 25ºC.

»  Dry to recoat: 2-5 hours in favorable weather conditions.

»  Clean all tools and application equipment with water 
immediately after use. Hardened material can only be 
mechanically removed.

»  Stir well before use and during application.

»  Do not apply at temperatures below 10ºC and above 35ºC 
as well as at relative humidity levels above 80%.

»  Do not apply if rain is imminent.

»  Avoid application in direct sunlight and/or strong wind.

PACKAGING 
»  A-HYDROGUARD ONE: 18Kg paper bags and 6Kg nylon bags.
»  B-HYDROGUARD ELASTIC: 7.5Kg and 2.5Kg containers.

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and  should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting  the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.


