
MIXING RATIO
6Kg Hydroguard Flex

per 18Kg Hydroguard One

TOOLS
brush, roller,

airless gun 

CONSUMPTION
1.0-1.5Kg/m2/coat

Cement mortar system 
for waterproofing.
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KRAFT Hydroguard FLEX is a waterborne acrylic binder which 
improves the elasticity and the waterproofing of KRAFT 
HYDROGUARD ONE System.
Uses: Concrete surfaces subject to positive water pressure.

» Easy to mix and use
»  Ease of application
»  High water vapor permeability
»  Excellent adhesion to 

mineralsubstrates and EPS, XPS 
panels

» Flexible
» Heavy-duty
» Crack bridging properties

WORKABILITY
45 min

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

TECHNICAL DATA
Color Component A: Grey

Component B: White liquid
Mixing ratio 6Kg B Hydroguard Flex/ 

18Kg Hydroguard One
2Kg Β Hydroguard Flex/ 
6Kg Hydroguard One

Consumption* 1.0-1.5Kg/m2 per coat
Density 1.60Kg/L (±0.05)
Capillary absorption  
and liquid-water permeability
{ΕΝ 1062-3}

W<0.05Kg/m2h0.5

Water vapor permeability
{ΕΝ ISO 7783-2}

Sd<5m, class Ι

CO2 permeability
{EN 1062-3}

Sd>50m

Bond strength 
{EN 1542}

>1.0N/mm2

Crack bridging
{ΕΝ 1062-7}

<0.8mm

*  Depending on the surface porosity, weather conditions and application method.
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Cement mortar system 
for waterproofing.

PACKAGING 
»  B-HYDROGUARD FLEX: 6Kg and 2Kg containers.

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product.
Poison Centre Telephone: 

+30 210 7793777
STORAGE 
»  Store in dry conditions at temperatures between 5°C and 

35°C. Keep containers tightly closed when not in use.

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and  should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting  the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.
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