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TECHNICAL DATA
Specific gravity 1.67g/cm3

Skin formation time 10-15min

Curing time 2.0mm/day

Extrusion Rate 
(23ºC, 3-mm nozzle 0.63N/mm2)

900g/min

Hardness, Shore A 30

Modulus 100% 
{DIN 53504}

0.3N/mm2

Elongation at break 
{DIN 53504}

400%

Temperature Resistance -20ºC till 70ºC

 
1292

16

DoP: 16-1220-20

ΕΝ 15651-1 F-EXT-INT

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

KRAFT JOINT ACRYLIC 20 is one component plasto-elastic 
sealant based on acrylic resins with good resistance to UV 
and weathering. It is especially suitable for sealing joints of 
materials with absorbent (porous) surface in interior and 
exterior places, as between windows and sills, window- or 
door- frames and walls, wall cracks etc. It is suitable for joints 
without large working width change (up to 8%).
It is not suitable for sealing of joints permanently immersed in 
water (water tanks etc.).
It presents excellent adhesion without use of primer on most, 
even dump substrates such as concrete, brickwork, wood, 
metal and PVC. It cures fast with the humidity and it is paint-
able with water based emulsion paints. 

»  Non slumb
»  Smooth finish
»  Paintable

Joint Acrylic 20
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DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and  should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting  the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.

SURFACE PREPARATION AND APPLICATION
»  The substrate must be free of dust and loose particles. 

Cleaning by means of a wire-brush and blowing with 
compressed air, if available, is recommended.

»  To avoid the soiling of the joint edges we put self-stick-
ing paper tape (masking tape) along the edges. This tape 
must be removed immediately after sealing (before cur-
ing of the sealant).

»  Cut tip off cartridge and screw the nozzle onto the car-
tridge. Cut the tip of nozzle at an angle to achieve the 
desired bead size. Apply sealant with a caulking gun in a 
continuous bead to the prepared joint. Smooth down after 
application before skin formation occurs, by using a flat or 
rounded tool, or even a finger, dipped in soapy water.

»  Cleaning: Immediately after use, wash the tools with hot 
water and soap or detergent, along with product resi-
dues. Once it has cured, cleaning may only be carried out 
by mechanical means.

PRECAUTIONS 
»  Do not apply at temperatures below 10ºC and above 35ºC.

»  Do not apply if rain is imminent.

»  Not suitable for continuous exposure to water.

»  Not suitable for some plastics such as polyethylene, poly-
propylene and Teflon and for bituminous substrates.

»  Not to be used where high movement accommodations 
is needed.

PACKAGING 
»  Available in White in 280ml cartridges and 600ml sausages.

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product. 

Poison Centre Telephone: 

+30 210 7793777
STORAGE 
»  Store containers in dry conditions at temperatures 

between 5ºC and 35ºC. Shelf life of at least 18 months in 
the original unopened containers.

Joint Acrylic 20


