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TECHNICAL DATA
Consistency non-sag

Skin forming time 120-240min (23ºC, 50% RH)

Curing speed 2-3mm/24h (23ºC, 50% RH)

Specific Gravity 1.27g/ml

Hardness, Shore A 30±3

Movement capability 25%

Tensile strength
{ISO 8339}

0.82N/mm2

Modulus at 100% elongation 
{ISO 8339}

0.41N/mm2

Elongation at break 
{ISO 8339}

450%

Temperature Resistance -40ºC till 80ºC

 
1292

16

DoP: 16-1220-25

ΕΝ 15651-1 F-EXT-INT-CC

KRAFT JOINT PU 25 is one component high quality polyurethane 
sealant in the form of thixotropic paste for interior and exterior 
use. It cures with the humidity to form a tough elastic sealant 
with excellent resistance to weather conditions. 
It is recommended for the sealing and bonding between similar 
and dissimilar substrates in traditional masonry, civil and indus-
trial applications, light and heavy prefabrications, interior deco-
rating. Adheres to most construction materials like concrete, 
glass, tiles, anodized aluminum, and wood. It presents superior 
elastic performance and movement capability. It is paintable 
with water based emulsion paints.

»  High mechanical strength
»  Elastic performance  

and movement capability
»  Very good resistance to aging  

(UV and moisture)
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Polyurethane mastic sealant

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and  should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting  the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.

SURFACE PREPARATION AND APPLICATION
»  The substrate must be free of dust and loose particles. 

Cleaning by means of a wire-brush and blowing with 
compressed air, if available, is recommended.

»  Surfaces should be degreased with solvent, KRAFT WHITE 
SPIRIT is recommended, using a clean cloth.

»  On very porous substrates prime with KRAFT DUR.
»  To avoid the soiling of the joint edges put self-sticking 

paper tape (masking tape) along the edges. This tape 
must be removed immediately after sealing (before cur-
ing of the sealant).

»  Cut tip off cartridge and screw the nozzle onto the car-
tridge. Cut the tip of nozzle at an angle to achieve the 
desired bead size. Apply sealant with a caulking gun in 
a continuous bead to the prepared joint. Smooth down 
after application before skin formation occurs, by using a 
flat or rounded tool.

»  For good performance it is essential that the sealant 
be only bonded to the two facing sides of the joint. To 
achieve this install a backup material (closed cell polyeth-
ylene or open cell polyurethane foam). Apply the sealant 
in a continuous operation making sure all air pockets or 
voids are eliminated. Tool the sealant with light pressure 
to spread the material against the joint surfaces. This 
operation should be made with a dry spatula before skin 
formation occurs.

»  Cleaning: Excess uncured sealant should be wiped and 
cleaned with a KRAFT WHITE SPIRIT. Cured sealant can 
only be removed by abrasion.

PRECAUTIONS 
»  Do not apply at temperatures below 5ºC and above 35ºC.
»  Joint width should be twice the depth when the width is 

bigger than 20mm and equal to the depth when the width 
is smaller than 20mm. The width of the joints should not 
be less than 5mm or bigger than 50mm.

»  Not suitable for continuous exposure to water.

PACKAGING 
»  Available in White in 310ml cartridges and 600ml sausages.

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product. 
Poison Centre Telephone: 

+30 210 7793777

STORAGE 
»  Store containers in dry conditions at temperatures 

between 5ºC and 35ºC. Shelf life of at least 18 months in 
the original unopened containers.
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