
THINNING
0%

TOOLS
roller, brush, 

airless 
spray-gun

COVERAGE
15 -25m2/L

Impregnating agent for natural and 
artificial stones, marbles and granites
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It is a ready-to-use aqueous micro-emulsion of a solvent-
free, water and oil repellent impregnating agent based on 
modern C6-fluorides, silanes and siloxanes. KRAFT MARBLE 
AQUA is suitable for impregnating of all types of porous, 
absorbent construction materials such as marble, cotto, 
granite, travertine and fine stoneware.
KRAFT Marble Aqua provides a complete protection of marbles. 
Due to its stain release properties, the substrates stay dry and 
clean. KRAFT MARBLE AQUA provides a reliable and long-
lasting protection for natural and artificial stones and marbles 
against water intrusion, efflorescence and destruction by 
water-soluble pollutants as well as against frost damage and 
the attack of micro-organism.
In addition to the water repellent effect, KRAFT MARBLE AQUA 
provides excellent and long-lasting oleophobic (oil repellent) 
properties to the treated substrate. Therefore KRAFT MARBLE 
AQUA is perfectly suited for the water and oil repellent 
treatment of such substrates.
KRAFT MARBLE AQUA does not affect the natural color shade 
of the treated material.
There is no significant change to the physical properties, 
in particular the water vapor permeability (sd value), of the 
substrate treated with KRAFT MARBLE AQUA.

DRY TO TOUCH
1-2 hours

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

  2010 EU VOC Limit Value:140g/L
  Maximum content of VOC of the product in a ready to use condition: 70g/L

«One component special coatings» A/h.

TECHNICAL DATA
Specific gravity
{ISO 2813}

1.00g/cm3 (±0.02)

Viscosity-Flow Cup No4
{ISO 2431}

10-20

Theoretical coverage*
{ISO 6504}

15 -25m2/L

pH 8.0-9.0
*  Depends on the substrate porosity, texture and application method.
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Impregnating agent for natural and 
artificial stones, marbles and granites

SURFACE PREPARATION AND APPLICATION
 To ensure adequate substrate penetration, the surface must 
be dry, clean and free of dust, oil, salt, rust, and residues. 
Remove all moss, fungi and algae by mechanical abrasion 
and wash with soapy water and allow the substrate to dry.
Deep penetration is required for a long-lasting and reliable 
water and oil repellent effect. In order to allow maximum 
substrate penetration and effective lifetime, the substrate 
should be totally dry, as water inside the capillaries of the 
substrate prevents deep penetration by the product.
KRAFT MARBLE AQUA can be applied by use of rollers, by 
painting, flooding or airless spraying.
The water and oil repellent effect develops within 24 hours 
of application.
On very absorbent substrates it is recommended a second 
application after 3 hours in favourable weather conditions. 

APPLICATION INSTRUCTIONS
»  Tools: Roller, brush, airless spray gun.
»  Cleaning: The tools and spillages may be cleaned immedi-

ately with soapy water.
»  Thinning: No thinning is required.
»  Dry to touch: 1-2 hours at 250C and 50% RH (drying times 

are longer at lower temperatures and at higher relative 
humidity). 

»  Dry to recoat: 3 hours. 
»  Complete through drying time: 14 days, at 25ºC and  

RH 50%.
»  Always test product on a small area first and allow a 24 

hour cure time to determine the ease of application and 
desired results.

»  Remove any lose material with a cloth.
» Stir well before use and during application.
»  Do not apply at temperatures below 10ºC and over 35ºC, 

as well as at relative humidity levels exceeding 65%.
»  Do not apply if rain is imminent.

PACKAGING 
»  Available in 1L, 4L and 10L plastic containers

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product.
Poison Centre Telephone: 

+30 210 7793777

STORAGE 
»  Keep out of direct sunlight and avoid temperatures below 

5°C and above 35°C.

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and  should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting  the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.
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