
THINNING
0%

TOOLS
brush, 

paint roller

COVERAGE
8-10m2/L

Pigmented acrylic primer
 for exterior walls and 

Clima Total system
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White acrylic primer, ready prepared recommended as 
support layer for KRAFT Decorative Plasters. When applied 
it forms a slightly textured coating (rough) to provide a 
good adhesion of the plaster. It is suitable for interior and 
exterior surfaces such as lime and cement plasters, con-
crete, lime/gypsum boards, mineral, silicate and surfaces 
previously painted with acrylic paints. Recommended and 
ETA certified to enhance the adhesion of Acrylic Plaster, 
Clima Comfort Stucco, Flexo Plaster, Waterproof Plaster 
and Granite over exterior thermal-insulating systems 
(ETICS) and in particular the ClimaTotal® System.

DRY TO TOUCH
4 hours

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

 2010 EU VOC Limit Value: 30g/L
  Maximum content of VOC of the product in a ready to use condition: 0,9 g/L

Exterior walls of mineral substrate A/c (W/B).

TECHNICAL DATA
Speciific Gravity
{ISO 2811}

White: 1.34 (±0.02)
Tranparent: 1.28 (±0.02)

Volume Solids 34-36%
pH 8.9-9.5
Theoritical Coverage*
{ISO 6504}

8-10m2/L

*  Depends on substrate porosity, texture, painting conditions and application method.

»  Ease of application
»  Excellent spread rate
»  Excellent adhesion
»  High coverage power
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Pigmented acrylic primer
 for exterior walls and 

Clima Total system

SURFACE PREPARATION AND APPLICATION
»  To ensure proper adhesion and adequate substrate pen-

etration, the surface must be dry, clean and free of dust, 
oil, salt, rust, loose paint and residues, blistered paint etc. 
Remove all moss, fungi and algae by mechanical abrasion 
and wash with soapy water and allow the substrate to 
dry.

»  Use KRAFT PUTTY or other suitable repairing material of 
KRAFT to fill gaps, cracks and other damaged surfaces.

»  It is recommended that fresh concrete, stucco, plaster and-
gypsum surfaces are allowed to dry for at least 4 weeks 
before the application of PLASTER PRIMER.

»  CLIMATotal®: Apply PLASTER PRIMER after STRONG BOND. 
Let it dry for 4-8 hours before apply the final decorative 
plaster.

»  Suitable on: Reinforcement layers of thermal insulating 
composite system, lime and cement plasters, concrete, 
lime/gypsum plasters, mineral, silicate and water-base 
coats and plasters with good adherence properties, sand-
wich type plaster boards.

»  Not suitable on: fresh lime finishes, plastics, varnish and 
oil film, distemper. May use BONDING PRIMER.

APPLICATION INSTRUCTIONS
»  Tools: Brush or roller.
»  Thinning: The tools and spillages may be cleaned immedi-

ately with soapy water.
»  Cleaning: The tools and spillages may be cleaned immedi-

ately with soapy water.
»  Surface drying time:   erutarepmet snoitidnoc ,sruoh 4 

25ºC and 50% relative humidity.
»  Minimum time required for appliance of final plas-

ter: 4 hours.
»  Drying time: 24 hours, conditions temperature 25ºC and 

50% relative humidity.
» The air, material and base temperature during process-

ing and binding must exceed 5ºC. Protect facades against 
direct solar irradiation, rain or strong wind (for instance 
with scaffolding netting). High relative humidity and low 
temperatures can prolong the drying time considerably 
and cause the colour to vary.

PACKAGING 
»  White and Transparent available in 1L and 10L Plastic 

Containers.

»  It could be tinted with Kraft Inspired Color (F-Shades).

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on prod-
uct label. For further information refer to the Material Safety 
Data Sheet of this product.

Poison Centre Telephone: 

+30 210 7793777
STORAGE 
»  Store containers at 5ºC to 35ºC. 

»  Keep containers tightly closed when not in use.

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and  should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting  the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.
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