
THINNING
100-300%

TOOLS
brush, roller, 

air or airless gun 

COVERAGE
20-40m2/L

Acrylic admixture latex 
for concrete and mortars
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Special acrylic bonding and waterproofing latex, which sig-
nificantly improves the properties of cement mortars such 
as plasters, floor screeds, smoothing and repairing mortars 
and tile adhesives. It increases adhesion to any substrate. It 
improves elasticity and waterproofing, preventing shrinkage 
and hairline cracks in screeds and coatings. It also improves 
the water retention and workability, and protects fresh con-
crete against premature dehydration. It can be also used as a 
primer for paints and roof waterproofing materials and mainly 
for waterproofing in foundation materials in construction.

»  Improves adhesion and  
waterproofing of cement mortars

»  Increase of resistance, elasticity 
and sealing

»  Prevents shrinkage
»  Reduces cracking

DRY TO TOUCH
1-3 hours

07/2018  THIS TECHNICAL DATA SHEET SUPERSEDES ALL PREVIOUS EDITIONS RELEVANT TO THIS PRODUCT MADE IN E.U.

  2010 EU VOC Limit Value: 30g/L
  Maximum content of VOC of the product in a ready to use condition: 16g/L

Exterior walls of mineral substrate A/g (W/B).

TECHNICAL DATA
Color Milky white

Mixing ratio KRAFT PowderBond per mortar 1L per 20Kg KRAFT Powderfine 
1L per 25Kg KRAFT Powderfine 
Exterior
1-4L per 25Κg mortar (plaster, 
adhesive, reparing material etc.)

Specific gravity 
{ISO 2811}

1.02g/cm3 (±0.02)

Volume solids 34.5% (±1)

pH 9 (±0.5) 

Viscosity 
{ISO 3213}

20s (±10)

Powder Bond 
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Acrylic admixture latex 
for concrete and mortars

SURFACE PREPARATION
Surfaces must be clean, dry and free from all defective and 
poorly adhering materials, dirt, grease and salts. Moisten 
cementitious substrates to saturation.

APPLICATION AS ADMIXTURE
»  Pour water and KRAFT POWDER BOND into a suitable mixing 

container and add cement based mortar slowly while mixing.

»  Mix thoroughly at least for 3-4 minutes, until the proper 
lump-free consistency is reached. 

»  Do not apply at temperatures below 10ºC and above 35ºC 
as well as at relative humidity levels above 80%.

APPLICATION INSTRUCTIONS
»  Tools: Paintbrush, roller, air or airless gun.

»  Cleaning: Immediately after use, wash the tools with hot 
water and soap or detergent along with product residues.

»  Thinning: 100%-300% with water according to the sub-
strate’s absorbing capacity.

»  Theoretical coverage: 20-40m2/L, depending on surface 
porosity, painting conditions and application method

»  Dry to touch: 1-3 hours, at 25ºC and 50% relative humidi-
ty (drying times are longer under humid/cold conditions). 

»  Do not apply at temperatures below 10ºC and above 35ºC 
as well as at relative humidity levels above 80%.

»  To avoid skinning and film formation use low levels of 
thinning on porous substrates and higher levels of thin-
ning on less porous substrates.

PACKAGING 
»  Available in containers of 1L, 4L and 18L.

HEALTH, SAFETY AND ENVIRONMENTAL INFORMATION
Carefully read and follow all cautions and warnings on 
product label. For further information refer to the Material 
Safety Data Sheet of this product.

Poison Centre Telephone: 

+30 210 7793777

STORAGE 
»  Store in dry conditions at temperatures between 5°C and 

35°C. Keep containers tightly closed when not in use.

DRUCKFARBEN HELLAS S.A.
ASPROPYRGOS  19 300  ATTICA - GREECE  |  TEL.: +30 210 55 19 500 - FAX: +30 210 55 19 501 
www.druckfarben.gr  |  www.kraftpaints.gr

Toll-free number 
800 111 7700 Monday - Friday, 8.00 am - 04.00 pm
Email: paints.orders@druckfarben.gr

DISCLAIMER: The above technical data, information, recommendations and guidance are based on scientific and technical knowledge, laboratory studies and long experience. However, the 
above information is considered to be as indicative and should be reviewed in any case in relation to each specific application conditions. Consequently, the suitability of each product in any 
application must be evaluated after referring to the updated Technical Data Sheet and to the website www.kraftpaints.gr, as well as after contacting the technical support department, in case 
of necessity. Our company guarantees the quality of the product itself, whilst in any case the user/applicant is exclusively responsible for any undesirable failures after using the product.

Powder Bond 


